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■Typical Electrical and Thermal Characteristics Diagrams 
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Figure 1.  Output Characteristics                                              Figure 2.  Transfer Characteristics 
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Figure 3.  Capacitance Characteristics                                                Figure 4.  Gate Charge 
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Figure 5.  On-Resistance vs Gate to Source Voltage                                  Figure 6.  Normalized On-Resistance 
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Figure 13.  Maximum Transient Thermal Impedance                               Figure 14.  Safe Operation Area 
 
 
 
 
 
■ Test Circuits & Waveforms 
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Figure A.  Unclamped Inductive Switching (UIS) Test Circuit & Waveform 
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Figure B.  Gate Charge Test Circuit & Waveform 
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Figure C.  Resistive Switching Test Circuit & Waveform 
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Figure D.  Diode Recovery Test Circuit & Waveform 
 
 
 
 
 
 
 



 YJGD40N03B                    
 

 7 / 8 

   
Yangzhou Yangjie Electronic Technology Co., Ltd. 
 

S-E391 
Rev.1.0,28-Aug-23 

www.21yangjie.com 

■ PDFN5060-8L-E-1.1mm Package information 

 

 
 



 YJGD40N03B                    
 

 8 / 8 

   
Yangzhou Yangjie Electronic Technology Co., Ltd. 
 

S-E391 
Rev.1.0,28

http://www.21yangjie.com/

